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TAKE-OFF RWY 13L: Fly runway heading until 600 AGL or until ROMEO NDB, then turn right to TEH
Do not exceed 185 KIAS until completion of turn, then proceed with assigned transition.

TAKE-OFF RWY 13R: Fly runway heading until 600’ AGL or until passing TEH bearing 036°, then

turn right to TEH NDB. Do not exceed 185 KIAS until completion oFturn, then proceed with assigned
transition.

AMBALEMA TRANSITION: Intercept TEH NDB bearing 289° to ABL NDB. Maintain 14,000 until BOG
VOR R-T60. Climb to and maintain even flight levels between BOG VOR/DME R-255 and R-275.
Aircraft continuing on W-23 towards MQU VOR and whose final altitude will be 14,000 shall maintain
12,000 until crossing BOG VOR/DME R-275

GIRARDOT TRANSITION: Intercept TEH bearing 243°and GIR R-063 to GIR VOR/DME. Maintain 14,000
until BOG VOR R-160. Climb and maintain cruising altitude within GIR VOR/DME 5 DME.

IBAGUE TRANSITION: Intercept TEH bearing 261°and IBG R-081 to IBG VOR/DME. Maintain 14,000
until BOG R-160. Climb and maintain even ﬁighr levels within 22 NM and 14 NM of IBG VOR. Aircraft
climbing to FL200 or above must reach cruising altitude prior to 22 NM from IBG, otherwise maintain
FL180 until 14 NM from IBG.

ZIPAQUIRA TRANSITION: Intercept TEH bearing 289°, maintain minimum published climb gradient until
reaching 16,000 then turn right to intercept ZIP NDB bearing 248°. Maintain odd numbered flight levels
between 35 NM and 25 NM from BUV VOR. If permission to change flight levels has not been received

crossing BUV VOR 25 DME continue climbing to cruising altitude.

_  Effective 28 Nov 2002 - 26 Dec 2002


NIMA
Effective 28 Nov 2002 - 26 Dec 2002




